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Zum Befestigen von Fahrstuhlkomponenten im Bauzustand sowie 
zur Last- und Personensicherung beim Einbau dieser Komponen-
ten sind innerhalb von Fahrstuhlschächten Anschlagspunkte in 
Betondecken für Sicherungsseile notwendig. Diese Anschlags-
punkte werden aus einbetonierten Seilschlaufen aus Edelstahl 
realisiert. Im folgenden Beitrag wird die Entwicklung dieser Last-
schlaufen vorgestellt. Entsprechend den Vorgaben der ETAG001 
werden Versuche durchgeführt und daraus ein Bemessungskon-
zept für die Lastschlaufen hergeleitet. Darauf aufbauend konnte 
eine bauaufsichtliche Zulassung für die Lastschlaufen beim DIBt 
erlangt werden. 

Keywords Hitch Box for Load; Hitch Box for Safety, Veranker-
ungen in Betondecken 

 

 

 

 

 

 

 

 

 

Development of loop-like steel rope anchorages in concrete 
slabs – Experimental investigations, design concept: 

For fixing of elevator components under construction, as well as 
for protection of loads and persons when installing these compo-
nents, anchor points in concrete slabs within elevator shafts for 
safety ropes are required. These anchor points are realized by 
stainless steel loops embedded in the concrete slabs. The follow-
ing paper represents the development of these steel loops. Ac-
cording to the ETAG001 tests are performed and a design con-
cept is inferred. Based on these results an DIBt-approval could be 
achieved. 

Keywords Hitch Box for Load; Hitch Box for Safety, anchorage in 
concrete slabs 

 

 
Bild 1  links: Hitch Box for Load (HBL); rechts: Hitch Box for Safety (HBS) 

left: Hitch Box for Load (HBL); right: Hitch Box for Safety (HBS) 
 
 
 
 
 
 
 

http://onlinelibrary.wiley.com/doi/10.1002/best.201400016/
abstract 

 
 

 
Bild 2 Bewehrungslage 
 Reinforcement layer 

 
Bild 3 Bruchbild des Versuchs V2-1 
 Fracture pattern of test V2-1 
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